
TEKNISKA SPECIFIKATIONER: CABINET TAMPER FLX S

Enligt larmklass 3-4 skall bortbrytningsskydd användas till NOVA FLX S. Denna plåtvinkel skruvas fast
i väggen och sabotagekontakt som finns monterad i kapslingen flyttas till vinkelns ände. Sabotagekon-
takten justeras sedan för att bryta emot kapslingens dörr.

Artikelnamn: Cabinet tamper FLX S

Artikelnummer: A-LK00000FS01

E-nummer: 5257490

Material: Galvaniserad stål

Vikt: 35 gram

Tillverkare: Milleteknik

Usprungsland: Sverige

TEKNISKA SPECIFIKATIONER: CABINET TAMPER FLX M OCH FLX L

Enligt larmklass 3-4 skall bortbrytningsskydd användas till NOVA FLX M, NOVA FLX L. Denna plåtvinkel
skruvas fast i väggen och sabotagekontakt som finns monterad i kapslingen flyttas till vinkelns ände.
Sabotagekontakten justeras sedan för att bryta emot kapslingens dörr.

Artikelnamn: Cabinet tamper FLX M

Artikelnummer: A-LK00000FM01

E-nummer: 5257491

Material: Galvaniserad stål

Vikt: 55 gram

Tillverkare: Milleteknik

Usprungsland: Sverige

OM DETTA DOKUMENT

Dokumentets artikelnummer: 350-236

Detta dokument kan ändras utan föregående meddelande.

Alla uppgifter publiceras med reservation för tryckfel.

ADRESS OCH KONTAKTUPPGIFTER

Milleteknik AB

Ögärdesvägen 8 B

433 30 Partille

031-340 02 30
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TECHNICAL SPECIFICATIONS: CABINET TAMPER FLX S

According to SSF alarm class 3-4, breakage protection must be used for NOVA FLX S. This sheet metal
plate is screwed into the wall and the tamper connector mounted in the housing is moved to the end of
the corner. The tamper switch is then adjusted to break against the enclosure door.

Article name: Cabinet tamper FLX S

Article number: A-LK00000FS01

E-number: 5257490

Material: Galvanized steel

Weight: 35 grams

Manufacturer: Millteknik

Country of origin: Sweden

TECHNICAL SPECIFICATIONS: CABINET TAMPER FLX M AND FLX L

According to SSF alarm class 3-4, breakage protection must be used for NOVA FLX M, NOVA FLX L.
This sheet metal plate is screwed into the wall and the tamper connector mounted in the housing is
moved to the end of the corner. The tamper switch is then adjusted to break against the enclosure door.

Article name: Cabinet tamper FLX M

Article number: A-LK00000FM01

E-number: 5257491

Material: Galvanized steel

Weight: 55 grams

Manufacturer: Millteknik

Country of origin: Sweden

ABOUT THIS DOCUMENT

Article number of the document: 350-236

This document is subject to change without prior notice.

All information is published with reservation for printing errors.
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